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Summary

Ultrasonicafion is a nonthermal food processing method that is used in several appli-
cations (extraction, treatment before drying, freezing, inactivation of microorganisms, etc.)
in ultrasound processing. The objective of this study is to investigate the effect of high
power ultrasound and pasteurisation on the aroma profile and sensory properties of apple
juice and nectar. Samples were treated according to the experimental design, with high
power sonicator at ultrasound frequency of 20 kHz under various conditions (treatment
time: 3, 6 and 9 min, sample temperature: 20, 40 and 60 °C, and amplitude: 60, 90 and 120
fxm). The aromatic profiles of juices showed that, compared to the untreated samples of
juices and nectars, ultrasonic treatment led to the formation of new compounds (which
were not present in the untreated samples) or to the disappearance of compounds that
were found in the untreated samples. Samples treated at the highest amplitude (120 îm)
were used for evaluation and comparison with untreated and pasteurised samples using
electronic tongue study. Principal component analysis confirmed the results of electronic
tongue study, which showed that the ultrasound-treated and pasteurised juices had differ-
ent scores compared to the untreated samples.

Key words: high power ultrasound, apple juice and nectar, aroma profile, sensory proper-
ties, electronic tongue

Introduction

Ultrasonication is a nonthermal method of food pro-
cessing that has the advantage of preserving fruit juices
without causing the common side effects associated with
conventional heat treatments (2-5). Applications of ultra-
sound in the processing and the effects of sonication on
fruit juices have been studied (6-8). Sonication is a simple
and effective method, which is favourable in relation to
pasteurisation, because the juices retain their original char-

acteristics (9,20). Sonication technology can improve the
food production through reduced processing time, high-
er throughput and lower energy consumption (5,22). If
ultrasound were to be used in any practical application,
it would most likely have to be used in conjunction with
pressure treatment (manosonication), heat treatment (ther-
mosonication) or both (manothermosonication). The effect
of ultrasovmd has mainly been attributed to physical (ca-
vitation, mechanical effects or micromechanical shocks)
and/or chemical changes due to formation of free radi-
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cals (H* and OH" due to sonochemical reaction) formed
by the decomposition of water inside the oscillating
bubbles. Many researchers have demonstrated reduced
detrimental effecfs on fhe quality or nutritional parame-
ters including ascorbic acid content in orange juice (8,
12,13), ascorbic acid and anthocyanin content in straw-
berry (7) and blackberry juices (9). This positive effect of
ulfrasound is assumed fo be due fo fhe effective removal
of occluded oxygen from the juice (6).

Today, consumers make demands on the quality, fla-
vour and taste of different kinds of fruif juices (24). There-
fore, soff drink manufacturers are trying to keep very
high quality standards of fheir producfs including fhe
fasfe. To make sure that juices and nectars meet required
chemical and physical parameters, the beverage indus-
try uses sophisticated equipment and technical expertise
in sample preparation and analysis {15). Apart from fhat,
for sensory analysis, industry needs frained technicians
- panelists, including a substantial amount of resources,
time and cost {16,17). Thus, if is imporfant to quickly de-
velop and test new methodologies that will ensure reli-
able and low-cost alternative fo these costly and lengfhy
procedures. Elecfronic fongues of several t3^es (pofen-
tiomefric, voltammefric and impedance) may represent
such alternatives {17,18). Amongst a number of applica-
tions (19,20), the instrument has already been used to test
several juices with a combination of a gas sensor array
and voltammefric electronic tongue {20). An electionic
tongue functions by combining signals from non-specific
and overlapping sensors with pattern recognition meth-
ods. The interfacing and conditioning circuits are handl-
ed by computer soffware.

The purpose of this investigation is to examine the
influence of high power ultrasound and pasteurisation
on the changes in the aroma profile and sensory aftrib-
utes of apple juice and nectar.

Materials and Methods

Apple juice and nectar preparation

Based on the national regulation for the production
of fruif juices and complementary products {21), two dif-
ferent apple juices were made. Pure (100 %) apple juice
and 50 % apple nectar were made with minimum of 11.2
°Bx. The composifion of pure (100 %) apple juice (in
mg/L) was: concentrated fruit juice 168, sugar 0, citric
acid 0, water 881, and fhat of 50 % apple necfar: concen-
trated fruit juice 84, sugar 59, citric acid 3, and water
927. Untreated juice and nectar samples were denoted
Al.O and A2.0, respectively, pasteurised samples Al.P
and A2.P, respectively, and the ultrasound-treated ones
as A1.1-A1.16 and A2.1-A2.16, respectively (Table 1).

Experimental methods

In this study, the experiment was designed in STAT-
GRAPHICS Centurion (StatPoint Technologies, Inc., War-
renton, VA, USA) software. The experiment consisted of
16 experimental trials (Table 1). The independent vari-
ables were amplitude: Xj (um), temperature: X2 (°C) and
treatment time: X3 (min). The operating variables were
considered at three levels, namely low (-1), central (0)
and high (1). Experiments were organized in a facforial

design (including factorial points, axial points and cen-
tre point). The replication of the central point was made
to get good estimate of the experimental error. Repeti-
tion experiments were carried out in the order of runs
designed by fhe program. The designs were based on
the face-cenfred central composite design with two cen-
tre points (22,23). The total number of experimenfs of
the designs (N) can be calculated as follows:

N=Ni+N„+Ni /I/

where N¡=2" is fhe number of experiments (2''=8), N„ is
the number of centre points, and Nj=2xn (2x3=6) is the
number of star points (2).

Design matrix for the experiment and the regression
model proposed for fhe response is given below (24):

where ßo is fhe value of the fixed response af fhe cenfral
point of the experiment, which is the point (0, 0, 0); and
ßj, ßji and ßij are the linear, quadratic and cross-product
coefficients, respectively. In order to demonstrate the
significant effecfs, three-dimensional fitted surfaces were
drawn {25). The model was fitted by multiple linear re-
gressions (MLR). Calculations were done at 95 % of con-
fidence level. Analysis of variance (ANOVA) was car-
ried out fo determine any significanf differences in the
aromatic profiles of juices and nectars (p<0.05) after the
applied treatments (pasteurisation or ultrasound) and in
the values of specific compounds after treatments, com-
pared to the untreated samples.

High power ultrasound treatments

Apple juice or nectar sample (100 mL) was placed in
a round-bottom glass (200 mL), which served as the treaf-
menf chamber. An ultrasonic processor (S-4000, Misonix
Sonicators, Newtown, CT, USA), set at 600 W, 20 kHz
and 12-260 |im with a 12.7-mm diameter probe, was in-
troduced into fhe vessel. Ulfrasonication was carried out
at an amplitude of 60, 90 and 120 (im. Juice and nectar
samples were treated by ultrasounds for 3, 6 and 9 min
at 20, 40 and 60 °C. Temperature of fhe sample before
(Ti) and affer (T2) ultrasound treatment is given in Table
1. Energy consumption (E/J) by ultrasound device was
read after each ultrasound treatment and is also given in
Table 1. Overheating of the samples (temperature con-
trolled by thermocouple ±3 °C) during the ultrasound
treatment was prevented by ice-water cooling of the
treatment chamber. For this study, 16 samples of juices
and 16 samples of nectars were ulfrasonically treated
(Table 1).

Determination of acoustic power, intensity and density

The most commonly applied method for determin-
ing the power from an acousfic horn absorbed into an
aqueous solution is the calorimefric technique described
by Margulis and Margulis {26). This method involves
applying ultrasound (for approx. 3 min) to a known vol-
ume of water while monitoring the change in tempera-
ture with time af various ulfrasonic amplifudes. The ul-
frasonic power can be determined from the following
equafion:
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P=mxe„x\ —
^ [dt

Acoustic intensity was calculated using the follow-
ing equation:

AI=P/A

Acoustic density was calculated according to the
following equation:

Ô=P/V

where P is the ultrasonic power (W), m is the mass of
/ 3 / the sample (kg), Cp is the specific heat capacity of apple

juices (3.368 kJ/(kg-°C)), dT is the difference in tempera-
ture between the liquid and environment (°C), t is time
(min), Al is the ultrasonic intensity (W/cm'), A is the sur-
face area of the probe (cm'), 5 is acoustic density (W/cm^)

/ 4 / and V the volume of the sample (cm^).

Pasteurisation procedure

For comparison of the achieved effects of ultrasound
/ 5 / on the investigated parameters, parallel pasteurisation

Table 1. Experimental design of pasteurisation and ultrasound treatment (HPU) of apple juices and nectars

Treatment

-

Pasteurisation
HPU
HPU
HPU
HPU

HPU
HPU
HPU
HPU
HPU
HPU
HPU
HPU
HPU
HPU
HPU

HPU

-

Pasteurisation
HPU

HPU

HPU

HPU

HPU

HPU

HPU

HPU

HPU

HPU

HPU

HPU

HPU

HPU
HPU

HPU

Amplitude

-

-

90

60

90

90

120

120

120

90

60

60

120

60

90

120

90

60
-
-
90

60

90

90

120

120

120

90

60

60

120

60

90

120

90

60

T
"C

-

80

60

60

40

40

40

20

60

40

60

40

20

20

20

60

40

20

-

80

60

60

40

40

40

20

60

40

60

40

20

20

20

60

40

20

Í

min

-

2

6

9

3

6

6

3

3

6

3

6

9

3
6

9

9

9

-

2

6

9

3

6

6

3

3

6

3

6

9

3

6

9

9

9

Sample

Al.O

Al.P

Al . l

A1.2

A1.3

A1.4

A1.5

A1.6

A1.7

A1.8

A1.9

Al.lO

Al . l l

A1.12

A1.13

A1.14

A1.15

A1.16

A2.0

A2.P

A2.1

A2.2

A2.3

A2.4

A2.5

A2.6

A2.7

A2.8

A2.9

A2.10

A2.11

A2.12

A2.13

A2.14

A2.15

A2.16

Ti

°C

-

80

61

59

41

40

41

21

59

40

61

39

21

21

21

60

39

21

-

80

59

60

40

40

41

22

59

41

61

40

21

21

21

59

40

21

Tz
°C

-

81

60

60

40

39

40

24

58

39

58

40

23

24

18

59

39

24

-

81

60

59

41

41

39

19

60

42

59

41

23

23

23

60

41

24

P

W

—

-

56

42

62

62

79

65

74

61

43

46

67

50
62

70

61

63

-

-

56

42

60

59

76

72

71

62

44

47

70

52

61

73

62

48

E

J
_
-

20.13

23.28

11.26

22.32

28.66

14.75

12.84

22.07

7.62

16.92

24.34

8.95

23.25

38.99

33.27

17.05

-

-

20.14

23.44

10.82

21.34

27.78

14.64

12.77

21.86

7.78

16.81

14.40

8.59

22.86

39.72

33.44

25.82

AI

W/cm2
_

-

48.15

46.58

32.37

31.58

32.37

16.58

46.58

31.58

48.15

30.79

16.58

16.58

16.58

47.36

30.79

16.58
-

-

46.58

47.36

31.58

31.58

32.37

17.37

46.58

32.37

48.15

31.58

16.58

16.58

16.58

46.58

31.58

16.58

S

W/cm3

—

0.61

0.59

0.41

0.40

0.41

0.21

0.59

0.40

0.61

0.39

0.21

0.21

0.21

0.60

0.39

0.21
_

_

0.59

0.60

0.40

0.40

0.41

0.22

0.59

0.41

0.61

0.40

0.21

0.21

0.21

0.59

0.40

0.21

A1.0=untreated apple juice (100 %), A2.0=untreated apple nectar (50 %), Al.P=pasteurised apple juice sample, A2.P=pasteurised apple
nectar, Al.l-A1.16=ultrasonically treated apple juice samples, A2.1-A2.16=ultrasonicaUy treated apple nectar samples, Ti=tempera-
ture before the treatment, T2=temperature after the treatment, P=power of the ultrasound treatment, E=energy of the ultrasound
treatment, AI=acoustic intensity, ¿=acoustic density
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process was carried out. Pasteurisation of the samples
was carried out on the heater with a magnetic mixer
(IKA RTC Basic, Ika-Werke GmbH & Co. KG, Janke &
Kunkel, Staufen, Germany) where the samples (100 mL)
were placed in glass containers and covered with alumi-
nium foil over hot water bath at a temperature of 80 °G
for 2 min (Table 1). Pasteurised samples of apple juice
were denoted Al.P and of apple nectar A2.P.

Solid phase microextraction and gas
chromatography-mass spectrometry analysis of
apple juices and nectars

Analyses of the extracted volatile compounds of the
above samples were carried out using solid phase micro-
extraction (SPME) fibre, and their qualification and quan-
tification were done using gas chromatography-mass spec-
trometry (GC-MS). Before and after the ultrasound or
pasteurisation treatments, the juice and nectar samples
were homogenised, and 10 mL of each sample were placed
into a 20-mL vial tightly capped with a PTEF septum. A
small magnetic sfirrer was placed into the homogenates
during the extraction. SPME fibre coated with 100 |.tm of
polydimethylsiloxane (PDMS; Supelco, Bellefonte, PA,
USA) was preconditioned for 1 h at 250 °C before the
first use. Before each extraction, the fibre was 'cleaned'
(conditioned) in the GG injector for 15 min at 250 °G,
and then placed above the sample. Samples were placed
in a water bath at 40 °C and extracted for 30 min with
stirring (27,2S). After the extraction, the SPME fibre was
immediately injected to 6890N gas Chromatograph cou-
pled to a 5975Í mass selective detector (Agilent Techno-
logies, Santa Clara, CA, USA). Capillary column DB-5ms,
30 mxO.25 mm, film thickness of 0.25 |.im (Agilent Tech-
nologies) was used with helium as a carrier gas at a now
rate of 1.0 mL/min. The temperature of the injector, used
in the splitless mode, was 220 °C and the desorption
time was 4 min. Temperature programme was set at 40
°C, isothermal for 1 min, then raising to 250 °C at a rate
of 5 °C/min. Final temperature was held for 4 min. The
transfer line temperature was maintained at 280 °C. The
mass spectra were obtained at 70 eV with a rate of 1
scan/s over the m/z range of 40-550. Each sample was
analysed in three replicates. In-house prepared mixture
of C8-C20 n-alkanes was run under the same Chromato-
graphie conditions to calculate the retention indices {RÏ)
of the detected compounds. AMDIS 3.2 v. 2.62 programme
was used for the identification of the components using
NIST 2005 V. 2.0 spectral library (NIST, Gaithersburg,
MD, USA) as well as for the comparison of the obtained
retention indices with literature values (29 and in-house
library).

The potentiometric electronic tongue

The potentiometric electronic tongue used in this
study was a-ASTREE, Alpha M.O.S. Co., Toulouse, France.
It included the automatic sampling system, the sensor
array with the reference electrode, the signal processing
unit and a personal computer with the ASTREE v. 3.0.1.
software installed. It is comprised of seven potentiome-
tric chemical sensors for food application (ZZ3401, BA3401,
BB3401, CA3401, GA3401, HA3401, JB3401) based on ion
sensitive field effect transistor (ISFET). Due to the poly-

mer membrane coating, sensors display sensitivity to
organic acids, salts, mono- and disaccharides. Further-
more, sensors have cross-sensitivity for taste chemicals
which are typically found in foodstuffs and beverages.
The sensor array consisted of seven sensors coated with
lipid/polymer material and a reference Ag/AgCl elec-
trode. Sensors were conditioned with milk samples be-
fore the actual measurements were performed (l9).

Measurement procedure: selected samples of apple
juices and nectars were analysed: untreated samples (Al.O
and A2.0), pasteurised (Al.P and A2.P) and the ultra-
sound-treated samples at 120 |im amplitude, i.e. the high-
est power (A1.5, Al.ll, A1.14, A2.5, A2.11 and A2.14).
Three measurements were performed for each sample.
The obtained data were evaluated and each day one mea-
surement was selected according to the lowest available
sensor drift value. The selected results were further ana-
lysed by principal component analysis (PCA). The ac-
quisition time was 200 s for each sample, which was ex-
perimentally determined to be optimal for flat responses
of the sensors. Between each measurement, the sensors
were cleaned with deionized water. The sensor signals
were acquired using the ASTREE software v. 3.0.1., in-
stalled on the PC.

Statistical analysis

The acquired data were evaluated using PCA with
the embedded ASTREE software v. 3.0.1. This statistical
method identifies patterns in data, and it expresses the
data in such a way that it highlights their differences and
similarities. It reduces the amount of data to a smaller
number of derived variables which adequately represent
the original data {30).

Analysis of the sensory properties of apple juices and
nectars

Sensory properties of apple juices and nectars were
determined by ten panelists. They evaluated the follow-
ing sensory characteristics of the samples according to
the hedonistic scale: taste, odour, aroma and colour {31).
For odour and aroma, it was possible to give maximum
6 points, and for colour and taste maximum of 4 points,
which means that the maximum possible score was 20
points. Results are expressed graphically as the mean
values of all ratings for each component and the overall
score.

Results and Discussion

The highest acoustic intensity (̂ 47) of the ultrasound
treatment (maximum power per unit area of embedded
probes) was determined in samples Al.l, A1.9 and A2.9
(48.15 W/cm^), and the lowest in ti-eatinents A1.6, Al.ll,
A1.12, A1.16, A2.11, A2.12, A2.13 and A2.16 (16.58 W/cm^)
(Table 1). The results of energy consumption during ultra-
sound processing of apple juice and nectar were highest
in the sample A2.14 (39.724 J), and the lowest in the sample
A2.9 (7.789 J) (data not shown).

Aroma profile analysis

Tables 2 and 3 show the aromatic profiles of apple
juices and nectars, and the fraction of individual com-
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d

Tí ^ T! -q § -q

•q i^ T! -q TÎ -q
d r-: d d d d

•q ^ -q -d T3 -d
d d d d d d

Tí -q -d
c d c

c d c d r-; c

d c
S T3 Tí
r̂  c d

00 ._; 00
CO T í x .̂ • q ñ T Í 5 ? ^ E ^ T í - q ^ : ^ T Í ^

o j ¿ C D c i o O c ó t N C ¿ r ó c N C o
I—I (N

C^ CO
CO rH g -q -q -q ^

d d d d

c d ix r-;

•d tS
d d

•q -q T:3 -q
d d d d

-q -q
d d

-q ä
c ^ •q -q

d d
TÎ TÎ TÎ
á á c

•q 00
C (N

En o -d -d Tî Si T3
C t ^ C N C N C

•q -q
d d

T3 Tí Tí Tí

d d d d
T3 Tí

d d

c o c c o c o

p Tí : ^ T3 Ti So
CÓ d d d d d

Co C C o o

CO CO ÍN o

T! Tí T3 -q

d d d d (N
T3

d Co c r̂  o Co

c d C C O
d Tí
CNÍ C

Tí
d d

-q -q
d d

-q •q -q -q
d d d d o C "-^ rH

p!. Ti

d d
•q

c
•q -q
à c

C N O C O O J C

•q K
c r-; c o C Ö

c c c c c d

¡n ..^ i-í ..rí 00 CO rH
t-^ u CO H CO CO '̂ t̂

^ cd c d d d

rNi o o C o o C o

^ q q q | 5 q
C o C t < í N Cd) C C ö ö < - ! C C ¿ t ^ T - ^ c î ¿ o C r o

o o

3 3
•i-J

QJ Ci

- g

o
tu c
2 X
O (U
c X

-4-> QJ CQ Cî F C

-C i'

g g
3 ^

3 3 Ôi
^ a ô S

ü X
(0 0)
c Psi
CO

QJ ¿i

N 0) u

— .S 0 C Í3 : ^

K

QJ W "^2
13 C
C O ^ ^ 6 S x i

c in (N CO 1^ x ;

3.
33

ON
NO

8.
11

g
in

2.
49

ro
CO

1.
32

in

9.
80

2.
23

p
o< s

o Ö
T—< 00 LO
fN - ^ CN
IN Ö T-i

rH 00

CN O CO
CO O CN
H Ö CN

rH CO t>>
p CO T-;

K rj 2 rj .-;.-;

p 5o ^ Í5
in • IX
L~v " ^ T-H

in
CÔ Ö CN

^ 2 ?8 2;

CN CO
CO Ö

ND
CTN

CO

§

ON
CO

"-*

CO

00

CN
T-H

'-'

0

ON

esQO

NO
(N

I
B
O)

•q
d

-a
c

S
i

I



106 M. èlMUNEK et al: Ultrasound Treatment of Apple Juice and Nectar, Food Technol. Bioteehnol. 51 (1) 101-111 (2013)

I
I
.1

tí
O)

!'S
.s
s
a,
u

•43

TJ K TS TS TS Tî
Co c c d c

.s

o
p.

o
u

T!
tí
3
O
CL,

O
U

¡ L O ^ tí à d d d d i5
C O C O C ^ ¿ C ö ö ö à d

d d do

1 "q T3 '
1 d d -q 6

d d d ö ö

tí c d

¿d ¿ ó d

¿ Cc5

T3 a TS Tí T3 t3
T-H C C C C c C r - 3 ö ( N T - 3 C C C N T - H C C C C P

C c N i C d d C t í o ^ i t í t í d d C ^ ^ C • • • - - - - - - - - • - • - • • - • • • • • • • 1^ô títítítítítítítíLO^odO tí tí tí ^
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. ^ ^ î  _ Ci,
tí ^T3 __ &.„

tn ^1 !U -SI S -Sí ^

C30 'Tt^ O t-H
-.or- ••

s CN ^ o ON o
^ CM LO ^ CO O

s r^ CO LO CO CN
^ q CO f-. LO IN,
^ o< LO r4 d CNI

¡2 CO IX LO
^ ^ LO LO

So "̂  ?:i

Oí (Ü
lili
cc ..« CO o



M. álMUNEK et al: Ultrasound Treatment of Apple Juice and Nectar, Food Technol Biotechnol 51 (1) 101-111 (2013) 107

pounds in untreated, pasteurised and ultiasonically treat-
ed samples. From both tables it is evident that, in com-
parison with the untreated samples of apple juice and
nectar, ultrasonic treatment leads to the formation of new
compounds (which are not present in the untreated sample)
or the disappearance of compounds that are present in
the untreated samples. It was found that pasteurisation
leads to the development of more aromatic compounds
in the samples of apple juice and necfar in comparison
wifh the untreated samples. Changes in the composition
of aromafic compounds derive from the extreme physi-
cal conditions that occur inside the cavitation bubbles
affer the collapse at the micro-level {32) as a result of
several sonochemical reactions that occur simultaneous-
ly or separately. Cavitation generates high local tempera-
ture, pressure and mechanical action between the solid
and liquid media, which causes the chemical changes in
the samples {33).

For example, in apple juice the ester efhyl dodeca-
noafe has the largest fraction in the untreated sample
(41.38 %). In pasteurised samples, the fraction of this
compound is 7.98 % (p<0.05), and after the ultiasound
treatment at the amplitude of 120 um af 60 °C for 9 min
(sample A1.14) its fraction increased to 61.85 % (p<0.05),
while fhe smallest fracfion (3.75 %; p<0.05) was found
after the ultrasonic treatment at 90 |.im and 40 °C for 6
min (sample A1.8). In the untreated apple nectar, ethyl
hexanoafe had fhe largesf fraction (47.79 %), which de-
creased (p<0.05) after ultrasound treatment and pasteur-
isation (25.23 %), with the greatest reduction in it after
the ultrasonic treatment at 120 |.UTI and 60 °C for 3 min
(sample A2.7). On fhe ofher hand, if was found fhat fhe
fraction of ethyl dodecanoate, which is a minor com-
pound in the untreated apple nectar sample (0.11 %), af-
fer ulfrasonic tieafment of sample A2.2 (60 nm/60 °C/9
min) increased to 66.49 % (p<0.05).

The reason for fhese results is in the combination of
the properties of acoustic waves and the chemical changes
caused by imploding cavitation bubbles and subsequent
hydrolysis of water to form free radicals, which partici-
pafe in chemical reactions. Ultrasound can induce rapid
and complete degassing, run a variety of chemical reac-
fions of free ions (radicals), enhance the reaction of poly-
merization/depolymerization, and improve the rate of
expansion and many other effects {34). The degradation
of aromatic compounds may be due fo fhe sonolysis of
wafer as a consequence of cavifafion, which encourages
the formation of hydroxyl radicals that leads to chemical
degradation {35). Also, previous research has shown by
sensorial and chemical analyses that off-flavours are gene-
rated when ultrasound is used for cutting, crystallisation
or emulsifying (2). Vercef et al. {11) found fhaf fhe for-
mation of hydroxyl ions (OH") increases linearly with the
increase of amplitude of fhe ulfrasonic level and decreas-
es with the increase of temperature. The major difference
between the apple juice and the nectar samples is in the
fraction of fruif concentrate (half of fhe amount in necfar
fhan in juice) and the sugar, which was added to nectar
only. This could also be the reason for differences in
aroma profile. There is also a link between the increase
of ulfrasound power (higher amplitudes and higher tem-
peratures) and the degradation of antioxidants, which pre-
vent the oxidative degradation of aroma compounds (2).

The greater number of OH" ions at 70 than at 130 °C
indicates that the number of cavitation bubbles decreas-
es with the increase of femperature, because of fhe cush-
ioning effect of vapour inside the bubble. Cavitation ther-
molysis may produce hydroxyl radicals and hydrogen
atoms, and may be followed by the formation of hydro-
gen peroxide, or in the absence of oxygen radicals, hydro-
peroxide radicals {36,37). The production of H2O2 during
the sonication is also temperatiire dependent, decreasing
with the increase of temperafure. Increasing the fempera-
ture during the sonication allows reducing the cavitation
threshold, although the maximum temperatiire and pres-
sure at which cavitation bubbles collapse decrease (5).
Several mechanisms may act simultaneously when ultra-
sound is applied in a liquid medium: thermal effecfs of
the implosion of bubbles, mechanical stresses produced
by microsfreaming, implosion and shock waves, and the
production of free radicals. However, the formafion of
radicals was considered as fhe mosf likely mechanism of
compound degradation {11,37). With regard to the type
of individual compounds that make up the aroma pro-
file of the analysed juices, the identified components are
divided into groups of esfers, alcohols, aldehydes, ke-
fones, acids and other compounds. In the untreated and
pasteurised apple juice and nectar samples, it was found
that the aroma profile consists mainly of esfers. Aroma
compounds before and affer sonication or pasteurisation
were influenced by three investigated factors, i.e. ultra-
sound amplitude level, sonication time and temperafure.

The results of potentiometric electronic tongue
analyses of apple juices and nectars

The main focus of the electronic tongue study of ul-
trasound-treated and pasteurised samples was to evalu-
ate the performance of the electronic tongue in classifi-
cation of different samples and to qualitatively compare
differences between the untreated and treated samples.
Untreated (Al.O and A2.0), pasteurised (Al.P and A2.P)
and ultrasound-treated samples at the highest amplitude
(A1.5, Al.ll, A1.14, A2.5, A2.11 and A2.14) were com-
pared. The interaction of compounds in the sample and
the sensitive coating of sensors generates a potential on
the membranes which is measured between the sensors
and the reference electrode. The potentials depend on the
nature and concentration of the ionic species in a solu-
tion as well as on fhe medium and fhe type of electrodes
(38).

Figs. 1 and 2 show the PCA plot of fhe effect of fhe
first two discriminant functions in the classification of
different samples considered. Apple juice samples A1.5
and Al.ll (Fig. la) are 'similar', but in the diagonally
opposite quadrant from the untreated sample Al.O, so
there is a difference observed by the electronic tongue.
This means that ultrasound-treated samples are different
compared to the imtreated sample Al.O and also to sample
Al.P, which is in the opposite quadrant. Since pasteur-
ised sample Al.P is in a different quadrant from untreat-
ed and ultrasound-treated samples there is qualitative dif-
ference among these samples. Sample A1.14 (120 |.im/60
°C/9 min) is in the same quadrant and close to sample
Al.O, so it can be concluded that there is least significant
difference between if and fhe unfreafed sample (they are
'similar'). Fig. Ib shows the response of seven sensors
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Fig. 1. Principle component analysis analysis of pure (100 %)
apple juice samples: a) plot of the effect of the first two discri-
minant fimctions in the classification of different samples consi-
dered (A1.0=untreated, Al.P=pasteurized, A1.5, Al.ll and A.I.14=
ultrasonically treated), and b) the response of 7 sensors that were
used for the analysis
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Fig. 2. Principle component analysis of apple nectar samples
with 50 % fruit: a) plot of the effect of the first two discriminant
functions in the classification of different samples considered
(A2.0=untreated, A2.P=pasteurised, A2.5, A2.11 and A.2.14=ul-
trasonically treated), and b) the response of 7 sensors that were
used for the analysis

that were used for the analysis. PCA enables to visualize
the information detected by the sensor array in a two-
dimensional space. Sensor array response in all complex
liquids appeared to be reproducible and stable enough
to provide adequate integral information about the ana-
lyzed media. The most stable sensor array output has been
observed in soft drinks. Stability and long-term durabil-
ity of sensor array output have always been sufficient
enough to give valuable information about the analyzed
complex liquid. Electronic sensors have high correlations
with specific sensory attributes, and thus have a poten-
tial to predict them. Those that are labelled as 'similar'
have a positive correlation and those that are labelled as
'opposite' have a negative correlation.

Fig. 2a shows qualitative response in differences
among the untreated (A2.Ü), pasteurised (A2.P) and ul-
trasound-treated samples (A2.5, A2.11 and A2.14) of apple
nectars. These samples were selected to observe the im-
pact of the most powerful ultrasound treatment (at 120
|im amplitude). It can be observed from the figure that
the untreated sample (A2.0) is in the first quadrant and
A2.14 sample is (the same as for the apple juice sample)

closest to the untreated sample, showing least significant
difference (they are 'similar'). Sample A2.5 is in the same
quadrant as the pasteurised sample A2.P, so there is least
significant difference between them (they are 'similar').
Sample A2.11 is the only one in the second quadrant so
the 'sensing' of that sample is completely opposite to
other four samples. Fig. 2b shows the response of seven
sensors that were used for the analysis. These are poten-
tiometric sensors with a membrane that gives each sen-
sor a specific sensitivity and selectivity. The final infor-
mation, either quantitative or qualitative, about complex
systems was obtained by data processing. Only harmon-
ic combination of sensor array and pattern recognition
tool makes the whole device perform as electronic tongue
(39). The sensors measure dissolved organic compounds
in liquids including taste and flavour compounds.

The results of analysis of sensory quality of apple
juices and nectars

The results of the evaluation of sensory properties
(taste, odour, aroma and colour) are shown in Figs. 3 and 4.
It can be concluded from sensory evaluation that ultra-
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Fig. 3. Graphical plot of sensory analysis of: a) specific parame-
ters (taste, aroma, odour, colour), and b) total score of tested
apple juice samples
A1.0=untreated; Al.P=pasteurised, A1.5, Al.ll, A1.14=ultrason-
ically treated apple juice
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Fig. 4. Graphical plot of sensory analysis of: a) specific parame-
ters (taste, aroma, odour, colour), and b) total score of tested
apple nectar samples
A2.0=untreated, A2.P=pasteurised, A2.5, A2.11, A2.14=ultrason-
ically treated apple nectar

sonically treated and pasteurised juices are evaluated
with different scores in comparison with the untreated
samples. The differences in ratings of taste, odour, aroma
and colour depend on the applied ultrasound treatment
and on the type of juice. The best accepted are ultrasoni-
cally treated apple juice at 60 |jm and 40 °C for 6 min
(sample Al.lO) and apple nectar at 120 ^m and 20 °C for
3 min (sample A2.6). From the sensory point of view, the
ultrasonic treatment caused a statistically significant de-
crease in all tested sensory parameters (colour, odour,
taste, aroma and overall quality), but without sensory
rejection of the product {16). Cavitation induced by ul-
trasound treatment has shown to contribute to the changes
in colour and taste of fruit juices. The positive effect of
ultrasound for preservation of similar processed prod-
ucts compared to raw products is attrilDuted to the re-
moval of oxygen (5,7,10). During cavitation, implosion
and explosion of vapour bubbles and degassing of fluid
take place, thus oxygen can be liberated from the media.
Ultrasound treatment of fruit juices showed minimal ef-
fect on colour change during processing in relation to
heat treatment (pasteurisation). It is assumed that this
positive effect of ultrasound compared to heating is due
to the efficient removal of dissolved oxygen from the

juice (6), because this is a critical parameter that affects
oxidation. Juice colour is mainly influenced by the pres-
ence of natural pigments, depending on the degree of
fruit maturity, storage conditions, enzyme activity and
microbial contamination {40). Possible changes in the
odour and taste of fruit juices treated with ultrasound
can be attributed to the rapid isomerization of com-
pounds and oxidation (which occur as a result of inter-
action with free radicals) generated during the treat-
ment. Caminiti et al. {41) found that a combination of
ultraviolet light and manothermosonication (MTS) that
was applied to apple and cranberry juices had a nega-
tive effect on the odour and taste of the product. Go-
mez-López et al. {42) also found that a continuous ultra-
sound processing at the amplitude of 89.25 |im, for a
maximum of 10 min affected colour, aroma and flavour
of orange juice. Walkling-Ribeiro et al. (23) described the
effect of combined thermosonication (55 °C/10 min) and
processing with pulsed electric field (40 kV/cm, 100 ms)
on the sensory properties of orange juice, and concluded
that there were no significant differences in any proper-
ties in respect to the heat-treated (94 °C/26 s) orange juice.
Panelists who performed sensory evaluation of imtreat-
ed, pasteurised and ultrasonically treated apple juices
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and nectars did not flnd metallic taste in ultrasonically
treated samples as compared to other fruit juices (data not
shown). However, they determined differences among
untreated, pasteurised and ultrasound-treated apple
juices and nectars. Vercet et al. (11), who studied MTS of
apple juice and cranberry, suggest that metallic taste
could appear due to changes caused by free radicals
produced during MTS.

Conclusions

The purpose of this investigation was to examine
the influence of high power ultrasound and pasteurisa-
tion on the changes in the aroma profile and sensory at-
tributes of apple juice and nectar Results for the aro-
matic profile of juices showed that, compared to the
untreated samples of juices and nectars, ultrasonic treat-
ment lead to the formation of new compounds (which
were not present in the untreated samples) or to the dis-
appearance of compounds that were present in the un-
treated samples. Analysis of the aromatic profile of sam-
ples showed that the samples of juices and nectars after
pasteurisation also had more aromatic compounds in
comparison with the untreated samples. Esters are pres-
ent at the liighest fraction in both untreated and pasteur-
ised apple juices and nectars.

Principal component analysis plot shows that some
ultrasonically treated samples were different as sensed
by electronic tongue compared to the untreated and pas-
teurised samples. There is also a qualitative difference
between pasteurised samples and the untreated and ul-
trasonically treated samples. It can be concluded from
the sensory evaluation that ultrasonically treated and
pasteurised juices were evaluated with different scores
in comparison with the untreated samples. The best ac-
cepted are ultrasonically treated apple juice (sample
Al.lO) treated at the amplitude of 60 |im and at 40 °C
for 6 min and apple nectar (sample A2.6) treated at the
amplitude of 120 \xm and at 20 °C for 3 min. This work
demonstrates that sonication influences the aroma pro-
fUe, sensory properties and colour parameters of apple
juices and nectars. Response surface methodology may
be used to optimize critical process parameters to pre-
serve the original properties of juices, which would
make sonication an alternative technique to pasteurisa-
tion.

References

1. S.Z. Salleh-Mack, J.S. Roberts, Ultrasound pasteurisation:
The effects of temperature, soluble solids, organic acids
and pH on the inactivation of Escherichia eoli ATCC 25922,
Ultrason. Sonoehem. 14 (2007) 323-329.

2. F. Chemat, Zill-e-Huma, M.K. Khan, Applications of ultra-
sound in food technology: Processing, preservation and
extraction. Ultrason. Sonoehem. 18 (2011) 813-835.

3. D. Knorr, M. Zenker, V. Heinz, D.U. Lee, Applications and
potential of ultrasonics in food processing. Trends Food Sei.
Technol 15 (2004) 261-266.

4. C.E. Leadley, A. WiOiams: Pulsed Electric Field Processing,
Power Ultrasound and Other Emerging Technologies. In:
Food Processing Handbook, J.G. Brennan (Ed.), Wiley-VCH
Verlag GmbH & Co. KGaA, Weinheim, Germany (2006)
pp. 214-232.

5. T.J. Mason, L. Paniwnyk, J.P. Lorimer, The uses of ultra-
sound in food technology. Ultrason. Sonoehem. 3 (1996)
S253-S260.

6. B.K. Tiwari, C.P. O'Donnell, K. Muthukumarappan, PJ.
CuUen, Effect of ultrasound processing on the quality and
nutritional properties of fruit juices, Stewart Postharv. Rev.
4 (2008) 1-6.

7. B.K. Tiwari, C.P. O'Donnell, A. Patras, PJ. Cullen, Antho-
cyanin and ascorbic acid degradation in sonicated straw-
berry juice, /. Agrie. Food Chem. 56 (2008) 10071-10077.

8. B.K. Tiwari, C.P O'Donnell, K. Muthukumarappan, PJ. Cul-
len, Effect of sonication on orange juice quality parameters
during storage. Int. }. Food Sei. Technol. 44 (2009) 586-595.

9. B.K. Tiwari, C.P. O'Donnell, PJ. Cullen, Effect of sonication
on retention of anthocyanins in blackberry juice, /. food
Eng. 93 (2009) 166-171.

10. I. Dubrovic, Z. Herceg, A. Rezek Jambrak, M. Badanjak, V.
Dragovic-Uzelac, Effect of high intensity ultrasound and
pasteurization on anthocyanin content in strawberry juice.
Food Technol Biotechnol 49 (2011) 196-204.

11. A. Vercet, P. Lopez, J. Burgos, Free radical production by
manothermosonitication. Ultrasonics, 36 (1998) 615-618.

12. B.K. Tiwari, K. Muthukumarappan, C.P O'Donnell, P.J.
Cullen, Colour degradation and quality parameters of so-
nicated orange juice using response surface methodology,
LWT-Food Scl Technol 41 (2008) 1876-1883.

13. M. Walkling-Ribeiro, F. Noci, D.A. Cronin, J.G. Lyng, D.J.
Morgan, Shelf life and sensory evaluation of orange juice
after exposure to thermosonication and pulsed electric
fields. Food Bioprod. Process. 87 (2009) 102-107.

14. L.G. Dias, A.M. Peres, T.P Barcelos, J. Sa Moráis, A.A.S.C.
Machado, Semi-quantitative and quantitative analysis of
soft drinks using an electronic tongue. Sens. Aetuat. B:
Chem. 154 (2011) 111-118.

15. Chemistry and Technology of Soft Drinks and Fruit Jniees, P.R.
Ashurst (Ed.), Blackwell Publishing, Hereford, UK (2005).

16. A. Legln, A. Rudnitskaya, L. Lvova, Yu. Vlasov, C. Di Na-
tale, A. D'Amico, Evaluation of Italian wine by the elec-
tronic tongue: Recognition, quantitative analysis and cor-
relation with human sensory perception. Anal Chim. Acta,
484 (2003) 33-44.

17. H. Stone, J.L. Sidel: Sensory Evaluation Practices, S.L. Taylor
(Bd.), Elsevier Academic Press, San Diego, CA, USA (2004).

18. M. Cortina-Puig, X. Muftoz-Berbel, M.A. Alonso-Lomillo,
F.J. Muñoz-Pascual, M. del Valle, EIS multianalyte sensing
with an automated SIA system - An electronic tongue em-
ploying the impedimetric signal, Talanta, 72 (2007) 774-779.

19. F. Winquist, P. Wide, I. Lundström, An electronic tongue
based on voltammetry. Anal. Chim. Acta, 357 (1997) 21-31.

20. R.N. Bleibaum, H. Stone, T. Tan, S. Labreche, E. Saint-Mar-
tin, S. Isz, Comparison of sensory and consumer results
with electronic nose and tongue sensors for apple juices.
Food Qnal Pref 13 (2002) 409^22.

21. Regulations amending the ordinance on fruit juices and si-
milar products intended for human consumption. Official
Gazette of the Republic of Croatia, No. 27 (2011).

22. D.C. Montgomery: Design and Analysis of Experiments, John
Wiley & Sons, Inc., New York, NY, USA (2001).

23. R.H. Myers, D.C. Montgomery: Response Surface Methodolo-
gy: Process and Product Optimization Using Designed Experi-
ments, John Wiley & Sons Inc., New York, NY, USA (2002).

24. C.H. Lu, N.J. Engelmann, M.A. Lila, J.W. Erdman Jr. Opti-
mization of lycopene extraction from tomato cell suspen-
sion culture by response surface methodology, /. Agrie. Food
Chem. 56 (2008) 7710-7714.

25. A.I. Khuri, J.A. Cornell: Response Surfaces: Design and Ana-
lyses, Marcel Dekker, New York, NY, USA (1996).



M. SlMUNEK et al: Ultrasoimd Treatment of Apple Juice and Nectar, Food Teehnol Biotechnol. 51 (1) 101-111 (2013) 111

26. M.A Margulis, I.M. Margulis, Calorimetric method for mea-
surement of acoustic power absorbed in a volume of a li-
quid. Ultrason. Sonochem. 10 (2003) 343-345.

27. M.J. Yang, M. Adams, J. Pawliszyn, Kinetic model of mem-
brane extraction with a sorbent interface. Anal Chem. 68
(1996) 2782-2789.

28. T. Kato, M. Shimoda, J. Suzuki, A. Kawaraya, N. Igura, I.
Hayakawa, Changes in the odors of squeezed apple juice
during thermal processing. Food Res. Int. 36 (2003) 777-785.

29. R.P Adams: Identification of Essential Oil Components by Gas
Chromatography/Mass Spectrometry, Allured Publishing Cor-
poration, Carol Stream, IL, USA (2001).

30. J. Shlens: A Tutorial on Principal Component Analysis v. 2
(2005) (http://www.brainmapping.org/NITP/PNA/ Readings/pea,
pdf)

31. H. Good: Measure to Ensure the Colour Stays Right (2004)
(w'ww.hunterlab.eom/pdf/Hal%20Reprint.pdf).

32. K.S. Suslick: Ultrasounds: Its Chemical, Physical and Biologi-
cal Effects, VHC Publishers, New York, NY, USA (1988).

33. F.J. Sala, J. Burgos, S. Condón, P. Lopez, J. Raso: Effect of
Heat and Ultrasound on Microorganisms and Enzymes.
In: Nem Methods of Food Preservation, G.W. Gould (Ed.), As-
pen Publishers, Gaithersburg, MD, USA (1995) pp. 176-204.

34. J.D. Floros, H. Liang, Acoustically assisted diffusion through
membranes and biomaterials. Food Technol. 48 (1994) 79-84.

35. M.M. Castellanos, D. Reyman, C. Sieiro, P Calle, ESR-spin
trapping study on the sonochemistry of liquids in the pre-

sence of oxygen. Evidence for the Superoxide radical anion
formation. Ultrason. Sonochem. 8 (2001) 17-22.

36. M. Ashokkumar, F. Grieser, Ultrasound assisted chemical
processes. Rev. Chem. Eng. 15 (1999) 41-83.

37. G. Portenlänger, H. Heusinger, The influence of frequency
on the mechanical and radical effects for the ultrasonic de-
gradation of dextranes. Ultrason. Sonochem. 4 (1997) 127-
130.

38. G. Pioggia, F. Di Francesco, A. Marchetti, M. Ferro, A. Ah-
luwalia, A composite sensor array impedentiometric elec-
tronic tongue. Part 1. Characterization, Biosens. Bioelectron.
22 (2007) 2618-2623.

39. ASTREE Electronic Tongue User Manual, Alpha MOS, Tou-
louse, France (2001).

40. M.H. Choi, G.H. Kim, H.S. Lee, Effects of ascorbic acid re-
tention on juice colour and pigment stability in blood
orange (Citrus sinensis) juice during refrigerated storage.
Food Res. Int. 35 (2002) 753-759.

41. I.M. Caminiti, I. Palgan, F. Noci, A. Muñoz, P Whyte, D.A.
Cronin et al. The effect of pulsed electric fields (PEF) in
combination with high intensity light pulses (HILP) on
Eseheriehia coli inactivation and quality attributes in apple
juice, Innov. Food Scl Emerg. Tehnol 12 (2011) 118-123.

42. V.M. Gómez-López, L. Orsolani, A. Martinez-Yépez, M.S.
Tapia, Microbiological and sensory quality of sonicated cal-
cium-added orange juice, LWT-Food Sei. Technol 43 (2010)
808-813.



Copyright of Food Technology & Biotechnology is the property of Prehrambeno Biotehnoloski Fakultet and its

content may not be copied or emailed to multiple sites or posted to a listserv without the copyright holder's

express written permission. However, users may print, download, or email articles for individual use.


